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NEW . . . RESTORATION . . . REPAIR . . . MAINTENANCE 


• Over Thirty-Five Million Square Feet Treated in over Twenty Years 

Continuous satisfactory results have been derived from the use of Kedmont products 
and services covering over 35 million square feet of treated surfaces during the 
last 24 years. 

• One Responsibility 

Responsibility is confined to one company for both materials and labor if so desired. 


• Bonded Guarantee 

The Kedmont Manufacturing & Waterproofing Company guarantees the floors finished 
with PRESERVATEX BONDED CONCRETE FLOOR FINISH will remain hard, dust and 
waterproof, and oil and grease resisting for a period of five years from date of 
completion, and will retreat at their own expense any areas which in the opinion of 
the architects or owners require additional treatment. 


KEDMONT 


MANUFACTURING AND 
WATERPROOFING CO. 


53 W. Jackson Blvd., Chicago 4, III. 

WEbster 9-3060 


Trust Building, Durham, N. C. 

N-3561 



Cadillac Service and Sales Building, Chicago, III. 
All floors finished with 

PRESERVATEX BONDED CONCRETE FLOOR FINISH 



Duke University Stadium, Durham, North Carolina. 
Concrete Restoration and 
PRESERVATEX “EE”. 














KEDMON 

T PRODUCTS - - • THEIR USES AND 

GENERAL 

SPECIFICATION 

NOTES 

Add Notes 1 and 2 to all 
Specifications following. 
Add Note 3 where so in¬ 
dicated. 

NOTE Is All material shall be delivered to the job in the original sealed packages 
as manufactured by the Kedmont Manufacturing and Waterproofing Co., Chicago, Ill. 

NOTE 2: All materials shall be mixed and applied in strict accordance with the 
manufacturer's printed directions. 

NOTE 3: All work shall be done under the direction of the Kedmont Manufacturing 
and Waterproofing Company. 

TYPE OF WORK 

TRADE NAME 

SPECIFICATIONS AND DIRECTIONS 

WATERPROOFING 

Waterproofing for Ma¬ 
sonary Surfaces Exter¬ 
ior or Interior 

PRESERVATEX METALLIC 
WATERPROOFING 

Provides Protective 

Sealer and Bond by 

Means of a Metallic 

Cement Covering: 

(An After Treatment) 

Preparation: Mix PRESERVATEX METALLIC WATERPROOFING with sufficient 
water to make a thick paint. 1st Coat—Apply above mixture with wide brush and 
thoroughly cover the surface. 2nd Coat—24 hours later apply second coat in same 
manner. Before second coat, fill all cracks and openings with a stiff mortar consist¬ 
ing of one part Metallic Waterproofing; two parts clean, sharp sand and four parts 
Portland Cement. Trowel surface smooth and even. 3rd Coat—24 hours later apply 
finish coat mixed with 1 part Metallic Waterproofing, 1 part cement and 12 parts 
sand. Add water to make a very thick paint. When sufficiently set, sprinkle and 
keep wet for 48 hours. (Note 3.) 

Waterproofing for 

Exterior Masonry 

Surfaces 

PRESERVATEX ”EE” 

Transparent and Color¬ 
less (An After Treatment) 

All exposed masonry surfaces shall receive 2 coats of PRESERVATEX "EE." Applied 
with a brush, mop, hand spray or air spray and each application shall thoroughly sat¬ 
urate the surface. Use "EE" for concrete and brick surfaces. If during the application 
of first coat, spots or sections absorb the material very rapidly, showing excess 
porosity, they shall be touched up at once with additional material, so that the first 
coat shall create a condition of uniform porosity. Allow at least 12 hours between 
coats. Covering approx. 100 sq. ft. per gallon, depending on porosity of surface. 

Concrete Work 

Below Grade 
and Floors 

DUROTEX 

Waterproofing Liquid; 
(Integral) 

Use one and one-half (IV 2 ) gallons of DUROTEX LIQUID to each cubic yard of con¬ 
crete. Use one gallon of DUROTEX LIQUID for each 100 sq. ft. of 1-inch topping. 

Concrete Work 

Below Grade 
and Floors 

DUROTEX 

Waterproofing 

Paste (Integral) 

Use 6—10 lbs. of DUROTEX PASTE to each cubic yard of concrete. One pint weighs 
about one pound. Use 6—10 lbs. of DUROTEX PASTE to each 100 sq. ft. of cement 
mortar, finish 1-inch thick. 

Concrete Work 

Below Grade 
and Floors 

DUROTEX 

Waterproofing Powder: 
(Integral) 

Use two pounds to each sack of Portland Cement. 

Plastic Type of 
Waterproofing 
for Walls and Floors 

DUROTEX METALLIC HY- 
DROLITHIC WATERPROOFING 

3 YR. GUARANTEE 

WALLS: Expose the aggregate with chipping hatchet. Apply a cement and sand 
slush coat mixed with PRESERVATEX Metallic Waterproofing. Follow immediately 
with waterproofing mixture: 1 part cement and 2 parts sand, mixed with PRESERV¬ 
ATEX Metallic. Apply 3 /e-inch thick troweled smooth. Scratch wall with wire brush. 
After 24 hours follow with slush coat, same as above, and then immediately again 
with waterproofing mixture with smooth trowel finish. Where floor adjoins wall 
install waterproofing fillet composed of KEDLOX Non-shrinking Metallic Grout. 


■ -*< : *** ; • 

FLOORS: Over screeded finish apply a cement and sand slush coat mixed with 
PRESERVATEX Metallic waterproofing. Follow with waterproofing mixture: 1 part 
cement, 2 parts sand, mixed with necessary PRESERVATEX Metallic waterproofing. 
Apply 1-inch thick and trowel smooth. (Note 3.) 


DAMPPROOFING 

Masonry 

Dampproofing 

Plaster Base 

K. D. S. No. 11 

(Kedmont Damp¬ 
proofing Seal) 
Dampproofing and 

Plaster Bond Service 

Apply with brush or spray to masonry walls where plaster is to be applied. Allow 
to dry thoroughly before plaster is applied. Covering capacity approximately 100 
sq. ft. per gal. one coat. 

For the inside of exterior walls to be plastered the Kedmont Manufacturing and 
Waterproofing Company maintains a highly experienced crew and specialized 
equipment to apply 2 coats of K.D.S. No. 11 with silica sand embodied under pres¬ 
sure, resulting in a superior dampproof and mechanical bond. 

Stone and Marble 
Dampproofing 

K. D. S. No. 12 

(Kedmont Dampproofing 
Seal) ; 

Protection against Stains 

Apply with large brush to saturation point. Covering capacity approximately 150 sq. 
ft. per gal. one coat. 

Outside Foundations 
Wood Sleeper Base 
Dampproofing 

K. 0. S. No. 13 

(Kedmont Dampproofing 
Seal) Protection Against 
Stains 

Apply with brush to the exterior of foundation walls, concrete floor slabs and wood 
sleepers laid in concrete. Do not thin or heat. Covering capacity 80 sq. ft, per gal. 
on brick; approximately 100 sq. ft. per gal. on concrete or stone. 
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METHODS 

OF APPLICATION • • • FOR NEW WORK 

TYPE OF WORK 

TRADE NAME 

SPECIFICATIONS AND DIRECTIONS 


FLOOR HARD 

ENING AND CONDITIONING 

Cement Finish Floors 
(Heavy Duty) 

PRESERVATEX 

Liquid Chemical 

Colorless Hardener 
(An After Treatment) 

All surfaces shall be clean, dry and free from oil. Floors are ready for treatment 

5 to 10 days after pouring. 

Thoroughly agitate container of PRESERVATEX and apply with large horse hair 
brush, saturating floor, but leaving no excess material on floor. 1st Coat—Mix one 
part PRESERVATEX with two parts water. 2nd Coat—Mix one part PRESERVATEX 
with one part water. 3rd Coat—Mix two parts PRESERVATEX with one part water. 

1 Vi gallons of PRESERVATEX is sufficient to treat 100 sq. ft. consisting of 3 applica¬ 
tions. On machine-finished floors, the second coat may be eliminated reducing the 
requirements to 1 gallon per 100 sq. ft., including 1st and 3rd coats. Allow at least 

4 hours between coats, depending on porosity of surface and weather conditions. 

Cement Finish Floors 
(Light Duty) 

PRESERVATEX SEALER 

Clear Liquid: Gum Com¬ 
pound: Non-Slip Linole¬ 
um-Like Finish: Dust and 
Stain-Proof: (An After 
Treatment) 

All surfaces to be treated shall be clean and dry. Floors are ready for treatment 

10 days after pouring. Apply two coats of PRESERVATEX SEALER not less than 12 
hours apart with a long-handled 18-inch mop, each coat to be cross-mopped to 
spread the material. Respread surplus within one hour of application and buff the 
final coat. Floors to be protected from traffic for at least 12 hours. Covering capac¬ 
ity per gallon approx. 200 sq. ft. first coat; 350 sq. ft. second coat. 

Cement Finish Floors 

PRESERVATEX BONDED 
CONCRETE FLOOR FINISH 

Double Duty Hardener 
and Sealer: (An After 
Treatment) 

5 YR. GUARANTEE 

All surfaces to be treated shall be clean and dry. Floors are ready for treatment 10 
days after pouring. Apply complete application of PRESERVATEX followed by com¬ 
plete application of PRESERVATEX SEALER as described above. The Kedmont 
Manufacturing and Waterproofing Company guarantees that floors finished with 
PRESERVATEX BONDED CONCRETE FLOOR FINISH will remain hard, dust and 
waterproof and oil and grease-resisting for a period of 5 years from date of com¬ 
pletion and will retreat at their expense any areas which in the opinion of Architects 
or Owners require additional attention. (Note 3.) 

PLAIN AND COLORED 
Concrete Floor Topping 
(All Duties) 

PRESERVATEX METALLIC 
FLOOR HARDENER 

PLAIN AND COLORED 

Topping or Monolithic 
(An Integral Treatment) 

For light duty, use 30-40 pounds per 100 sq. ft. For medium duty, use 50-60 pounds 
per 100 sq. ft. For heavy duty, use 80-90 pounds per 100 sq. ft. PRESERVATEX 
Metallic to be mixed on the basis of 2 parts of PRESERVATEX Metallic to 1 part of 
Portland Cement by weight. This mixture to be dust-coated over surface just before 
steel trowelling. 

Cement Finish Floors 
(All Duties) 

PRESERVATEX METALLIC 
DOUBLE-DUTY FLOOR 
HARDENER 

For Extra Heavy Duty and Sparkproofing, use 90 to 120 pounds per 100 sq. ft., in 
accordance with the Manufacturers' detailed directions. 

Terrazzo Floors 

TERRAZZOTEX AND 
TERRAZZOTEX FINISH 

Waterproofs, Prevents 
Pitting, Disintegration 
and Brightens 

Grind terrazzo floors in usual manner after which apply a liberal coating of TER¬ 

RAZZOTEX, sealing all moisture into the floor. The floor is not to be "fine-stoned" 
until the building is completed. After surface has been "fine-stoned" thoroughly 
wash floor to remove dust. Covers 300 sq. ft. per gal. 1 coat. 

To secure a high polish, after the surface is dry, apply one light coat of TER¬ 
RAZZOTEX FINISH with a sheep's wool applicator. Apply on approximately 200 
sq. ft., then without adding more material, operate spreader in opposite direction so 
as to avoid streaks, voids, puddles. Allow to dry for one- half hour, then polish. 
Apply second application in the same manner. Covering capacity of TERRAZZOTEX 
FINISH per gal. First coat, 500 sq. ft. Second coat, 700 sq. ft. 

Wood Floors 

Maple, Pine or Oak 
(Heavy Duty) 

PENETROL AND 

PENETROL SEAL 

Colorless, Odorless: Im¬ 
pregnates Wood Floor 
Fibres, Seals, Excludes 
Dirt, Stain and Moisture. 

For new wood floors, apply 1 coat of PENETROL with mop or large brush. For old 
floors or floors for heavy duty, apply 2 coats of PENETROL, mopping off all surplus 
material. Apply PENETROL for Bakeries and Food Stuff Plants. Covering capacity 
350-400 sq. ft. per gallon, 1 coat. Apply PENETROL SEAL for a satin-like sheen 
and an elastic, oil, grease and mar-proof finish. Covering capacity per gal. 600 
sq. ft., one coat. 

CONCRETE AND MORTAR SPECIALTIES 

Protection of Concrete 
Surfaces Against Acids, 
Salts and other 
Detrimental Conditions 

PRESERVACRETE 

A Cementitious Grout 

For protection and waterproofing of exposed concrete surfaces, either monolithic 
or concrete unit blocks to prevent disintegration due to atmospheric acids. This 
material is a cementitious grout in white or other colors applied under pressure or 
with a gun, forming an integral part of the base to which it is applied. All smooth 
surfaces shall be etched and all surfaces thoroughly wet before application and 
properly cured. As soon as the initial set has taken place we recommend one coat of 
PRESERVATEX EE sprayed or brushed on for complete sealing and curing. (Note 3.) 

Concrete Mass 

Shrinkage Control 

DUROTEX ”P” 

Increases Workability, 
Density and Resistance 
to Freezing and Thawing 

A product with definite plasticising and dispersing properties. Its use allows a re¬ 
duction in water-cement ratio, yet produces a free-flowing, lubricated mass with 
normal set. DUROTEX "P" used in concrete provides quicker and more thorough 
wetting of cement particles. Use 1 lb. per sack of cement. 

Mortar Conditioning 
Material Reduces 

Water Absorption, 

Checks Shrinkage, In¬ 
creases Density, Gives 
Greater Adhesion 

DUROLOX 

Plain and Colored 

Add 1 pound per sack of Portland Cement and/or 1 pound per cubic ft. of Lime. 

Concrete Curing 
Compound 

PRESERVA-KURE 

Retains Moisture 

Perfectly 

Apply by brushing or by means of pressure spray equipment, manual or power- 
operated. Power operation will cover approximately 20,000 sq. ft. per day. One gal¬ 
lon will cover approximately 250 sq. ft. One application sufficient. 
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KEDMONT INDUSTRIAL MAINTENANCE PRODUCTS 


FLOOR HARDENING AND SEALING MATERIALS 

PRESERVATEX—See Page 3 for directions. 

PRESERVATEX SEALER—See Page 3 for directions. 

KEDMONT NON-SLIP AGGREGATE—Complies with Federal Specifi¬ 
cations. Consists of graded aluminum oxide grains, is non-rust¬ 
ing and unaffected by moisture, salt, alkali, or most acids and 
caustics. 25-50 lbs. per 100 sq. ft. 

PENETROL—See Page 3 for directions. 

FLOOR PATCHING MATERIALS 

KRAK-KURE FLOORING AND PATCHING MASTIC—No chipping re- 
quired. Sets in 24 to 30 hrs. Material can be laid with a feather 
edge. Use in accordance with manufacturers' printed directions. 

KRAK-KURE IRON PATCH—A concrete iron patch for deeper depres¬ 
sions, where chipping is required. Mix 8 to 10 lbs. per sq. ft. for 
1" thick. Sets hard for heavy duty in about 15 hrs. Apply in 
accordance with manufacturers' printed directions. 

KEDTITE—A bituminous emulsion providing protection for asphalt, 
mastic, and other surfaces against the destructive effects of oil, 
grease, gasoline, and mild acids. IV 2 -2 gal. per 100 sq. ft. 

METALLIC GROUT 

KEDL0X—A metallic non-shrinking compound for cement mortar 
mixes, used for repairing concrete and masonry, grouting equip¬ 
ment and plaster-coat work. Specifications for particular require¬ 
ments furnished upon request. 

ROOF PRESERVATIVES AND WATERPROOFING 

KRAK-KURE ASBESTOS FIBRATED ROOF COATING — A heavy-bodied 
waterproofing compound for roof protection and roof repairs. 
Waterproofs, penetrates and preserves. For all kinds of composi¬ 
tion, built-up. metal and concrete roofs. Apply with a roof brush. 

KRAK-KURE N0N-FIBRATE0 ROOF COATING—An asphalt coating for use 
on all types of surfaces as a preservative and waterproofing 
paint; and a priming coat on dried-out composition and felt roofs. 

KRAK-KURE PLASTIC ROOF CEMENT—A paste form asphaltic water¬ 
proofing compound used for patching leaks in roofs and other 
surfaces. Will make a watertight joint at the flashing. Apply 
with a trowel or putty knife. 


KEDC0 WATERPROOFING FABRIC—Either asphalt or pitch saturated 
cotton fabric for membrane or spandrel waterproofing. 50 sq. 
yds. per roll. 

KEDC0 WATERPROOFING FELT—Either asphalt or tar saturated, in 
various weights, for membrane or spandrel waterproofing, etc. 
48 sq. yds. per roll. 

KEDC0 WATERPROOFING ASPHALT AND PITCH-Used in conjunction 
with fabric or felt for membrane waterproofing. 

PROTECTIVE COATINGS AND COLORS 

KEDTEX —A washable cold water cement paint for unpainted 
masonry or concrete surfaces. Beautifies and protects against 
dampness. Applied by brush or spray. White or standard colors 
Coverage 100 - 200 sq. ft. per 5 lbs., 1 coat. 

KEDLUM A fibrated asphaltic base aluminum coating developed 
especially for above grade exterior masonry surfaces including 
concrete and cinder blocks. Produces a silvery finish—coveraqe 
150-400 sq. ft. per gal., 1 coat. 

KEDLUM AA—The best quality asphalt base aluminum coating. 
Beautifies and protects either interior or exterior surfaces of any 
kind. The silvery finish increases insulation effect, especially 
when used on roofs. Can be painted over with any type of paint 
Coverage 150 - 400 sq. ft. per gal., 1 coat. 

KEDC0 CEMENT COLORS—Pure mineral oxide colors for use in ce¬ 
ment finish surfaces. Mixed in topping gives best results. 5-10 
lbs. per bag of cement depending on color and depth of shade 
desired. 

CAULKING MATERIALS 

KEDC0 HQ CAULKING COMPOUND-Highest quality meeting govern- 
ment state and architectural specifications. Will not bleed or 
stain. Very long life. Natural (off white aging to buff) and colors. 
Gun or knife grades, and cartridges. 

KEDC0 GLAZING COMPOUND—Superior to putty for any type of 
glazing on either wood or metal sash. 

KEDC0 1336 EXPANSION JOINT MATERIAL—Conforms to Federal 
Specifications SS-F-336. Contains rubber, insuring high elas¬ 
ticity and excellent bonding properties. 


PARTIAL LIST OF CLIENTS 


ARCHITECTS & ENGINEERS 

Eggers & Higgins 

Graham, Anderson, Probst & White 
Holabird & Root & Burgee 
Albert Kahn, Inc. 

Walter J. Knight 
A. C. Lee 
J. N. Pease 
Robert & Company 
Sargent & Lundy 
Skidmore, Owings & Merrill 

CONTRACTORS 

Foster & Creighton Company 
George A. Fuller Company 
John W. Griffith Company 
J. A. Jones Construction Company 
Thompson-Starrett Company 


Boston, Massachusetts 
Detroit, Michigan 


GOVERNMENT AGENCIES 

State of Illinois 

U. S. Army — U. S. Navy 

U. S. Housing Authority 

U. S. Post Office Department 

U. S. Post Office Garage, Chicago 

MISCELLANEOUS 

Chicago Motor Coach Company 
Duke University 
Kraft Cheese Company 
Morehead Planetarium 
Museum of Science & Industry 
New York City Omnibus 
Ohio State University 
Railway Express Agency 
Sears, Roebuck Company 
Statler Hotel, Washington, D. C. 

F. W. Wool worth Company 

REPRESENTATIVES 


industrials 

Central Manufacturing District 
Commonwealth Edison Company 
Continental Can Company 
Diamond T Motor Truck Company 
Firestone Tire <£ Rubber Company 
General Electric Company 
General Motors Corporation 
Goodyear Tire & Rubber Company 
Kellogg Switchboard & Supply Co. 
Pepsodent Company 
Socony-Vacuum Oil Company 
U. S. Rubber Company 
Wagner Electric Company 
Westinghouse Electric Corporation 
Zenith Radio Corporation 


Nashville, Tennessee 
New York, New York 


Pittsburgh, Pennsylvania 
St. Louis. Missouri 


Toronto, Ontario, Canada 
Washington, D. C. 


KEDMONT MANUFACTURING 

53 W. Jackson Blvd., Chicago 4, III. 


WEbsler 9-3060 


& WATERPROOFING CO. 

Trust Building, Durham, N. C. 

N-3561 
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